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PTC 30H1

PROJECT SUMMARY

Project Name ICT

Client Canterbury University
Contractor Smith Crane & Construction

Managing Director: Tim Smith

PTC 30H1

Hydraulic vibrators are used for driving and
extracting sheet piles, casings and profiles
with excellent performance and precision.

ThyssenKrupp

SPECIFICATIONS AT A GLANCE

Eccentric Moment 30m.Kg

Max Centrifugal Force  946kN

Max. Frequency 28/1680 Hz/rpm
Total Weight 4120 kg

Length 25m

Max line pull capacity 400kN

Supplied with 3540 type power pack and either Duplex
or Agriplex clamp with jam opening of between 208 and
1800mm.

For this ICT project, pile foundation

columns were created and the PTC30H1
Vibro Hammer was used to drive 900mm

dia casing down 15m.

The site was excavated, the casings
driven down, then drilled out to check
bottom of the casing for solid ground,
thereafter a steel cage was laid and
concrete poured into casings.

Once the casings were set and removed,

the process was duplicated until all
columns were completed and the floor
foundation was poured to begin
construction.

The PTC 30H1 is available with single
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clamp for sheet piling and dual clamps for
tubes.

ThyssenKrupp Steelcom format the unit to
your requirements prior to supply.

ThyssenKrupp Steelcom hire and sell impact
and vibratory piling hammers ranging from
excavator mounted to large crane slung
units, as well as,sheet pile and foundation
equipment.

For further information contact Andy Fenn.
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