For Larssen W90 www.wallprofile.com

(U, AZ, Hoesch with 90° Corner
Larssen Interlocks)

Applications

1. Making corner connections for sheet
pile walls in constricted areas.

2. Suitable for hydraulic jacking, (forced-
locked joints) and for use as weld-on

profile.

70 mm

43 mm
Typical Properties
Steel grade: S 355 GP or higher*
Weight: 9,2 kg/m
Length: 1318 m; 1610 m K The C 90 profile now is also available
Lengthtolerance: +/- 200 mm with a thickness of 12 mm
Thickness: 8 mm /10 mm* /12 mm*

* on request

CAD-Service
Downloads of data sheets and CAD files are
available at www.wallprofile.com
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Installation Guidelines

1. Please review proper interlocking
examples as shown.

2. Thread the connector into the interlock
whilethe sheet pile is out of the ground.

3. Adjustthe connector to the appropriate @
position.

4. Tack or spot-weld the connector in place i \mg
(typicallya 100 mm weld attaching the
connector to the sheet pile at the top is
sufficient). N

5. Drive/extractthe sheet (with the connec-
torattached) as you would normally.

AZ or Hoesch Piles

Please note:

1. Angularflexibilityis typical but can vary
due to rolling tolerances found in sheet
pile interlocks.

2. Profiles can be custom ordered to
accommodate a particular steel grade,
thickness or other specific requirements.

3. WALLPROFILE" connectors comply with
EAU recomendations.

4. WALL-PROFILE" connectors are
protected by patents.

5. WALL-PROFILE" connectors are
subject to technical modifications.
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